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1. Function 

 Hall call input 

 Alarm button input & Alarm indicator output 

2.  Port definition and technical specification 

Name
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3. Dimension (unit: mm) 

 

Figure 3.1  Dimension 

4. Floor address setting 

Keep press setting button(AN) or short setting jumper, after 2 seconds it will enter floor address setting 

interface. 

After entering this setting, seven-segment display will show current address setting and flicker. For 

example, 

 

15 means address value. 

 

While used as LOP
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4.1 Setting Method 1 

Keep press setting button (AN), after 2 seconds seven-segment display shows current value. After 3 

times flicker, it enters address setting. The address will add 1 until 64 and loop after press setting button or 

keep press setting button. 

After setting address, release button for over 2 seconds, the address will flicker and save. Then the call 

board enters to normal mode. 

4.2 Setting method 2 

   Short setting jumper, after 2 sec it will show current address. After 3 times flickers, it enters to address 

setting mode. Press Up call or Down call button to change address. 

   Remove jumper on SZ, the address will flicker for 3 times and save setting, then call board enters to 

normal mode. 

5. Function setting 

5.1 Enter function setting 

Select a nearest call board, cut off power (remove J1). Short jump test jumper JC and enable jumper EN. 

After power on, it will enter function setting. 

5.2 Function setting operation 

After entering function setting, segment display will show custom number and software version in turn. 

While showing “U”, the number in seven-segment is current custom number. While showing “P”, the 

number in seven-segment is program version. Press “AN” button to enter function setting. 

In function setting interface, seven-segment shows option number in the left and current value in the 

right. For example, 

3: Option number, means button background LED setting. 

1: Current value 



BL2000-HQK-V9 Group LOP Board 
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Figure 7.2 Red & Green indicator use on-board 24V(J5-6) power supply 

 

Note 1: While using group LOP board in cabin, the address should be set to “0”. BY0 Input (J6-3 and J6-4) 

becomes car alarm input. While using group LOP board for landing, the address should be set according to 

physical floor of actual installation (1~64), then BY0 (J6-3 and J6-4) becomes landing confirm input. 

Note 2: The rated current of 24V output pin (J5-6) on group LOP board is 100mA, so if external device 

current exceeds this rated current, it will cause group LOP board working improperly. If the current of 

external device is big, we suggest following Figure 7.1 and use extern power supply. 

 

Translation Zhangyuncong 

Audit Yang Fengqi 

 


